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KING'S CRAB SHACK AND OYSTER BAR

239 WEST 4TH STREET
WINSTON SALEM NC

34 Forsyth 27101

x
x

KING'S CRAB INC.

(336) 306-9567

3034012123

X
A

09/22/2022

IVx

final cook 162

Reginald Hall

Joseph Chrobak

09/23/20222450 - Chrobak, Joseph

(336) 703-2618

X

lettuce make unit 41

slaw make unit 29

diced tomato make unit 39

cooked peppers make unit 40

cheese make unit 39

shrimp make unit 39

oyster make unit 38

butter milk ice bath 39

shrimp cooler 39

scallop upright cooler 37

wings final cook 190

VA-984-SP oyster tag 0

Steamed oyster final cook 166

butter hot hold 162

gumbo reheat 190

gumbo hot hold 167

chili reheat 172

kingscrabshack@gmail.com



 

Comment Addendum to Inspection Report
Establishment Name:  KING'S CRAB SHACK AND OYSTER BAR Establishment ID:  3034012123

Date:  09/22/2022  Time In:  11:55 AM  Time Out:  4:25 PM

Observations and Corrective Actions
Violations cited in this report must be corrected within the time frames below, or as stated in sections 8-405.11 of the food code.

1 2-103.11 (A) - (P) (Pf) At start of inspection no employees present with food safety manager certification. Also during inspection
dish machine and three compartment sink were not functioning correctly, one large refrigeration unit was not operating correctly
with multiple food out of temperature control, and vomit and diarrhea control plan was not being implemented and employees
knowledgeable. CDI: Items reviewed during inspection and corrected with staff. Review all food safety processes with employees
to ensure compliance with active managerial controls. 
PIC stated that foods are delivered prior to open including frozen and potentially hazardous foods with some deliveries being put
into coolers and some being dropped off. If receiving drop deliveries the Person in Charge must ensure that foods are handled
according to temperature control and food safety requirements with temperatures being checked and food put into cold holding
equipment. Implement a log or other recording method to document temperature of delivered food and review with delivery staff
to ensure temperatures are being checked prior to food being left.

2 2-102.12 (A) Certified Food Protection Manager (C) REPEAT: At start of inspection no persons in charge are present with current
food safety manager certification. A person in charge shall be certified as a food protection manager via a class with test as part
of an accredited program. Have PIC attain certification.

5 2-501.11 Clean-up of Vomiting and Diarrheal Event (Pf) - REPEAT: Employees not familiar with vomiting and diarrheal event
plan. A food establishment shall have written procedures for responding to vomiting or diarrheal events that involve discharge of
vomitus or fecal mater onto surfaces in the establishment. The procedure shall address specific actions of employees to
minimize the spread of contamination and exposure of employees, consumers, food, and surfaces. CDI - Paperwork for plan
found in employee health documents, notified PIC of location and provided a poster example of plan for sharing with employees.

16 4-501.114 Manual and Mechanical Warewashing Equipment, Chemical Sanitization - Temperature, pH, Concentration and
Hardness (P) During inspection chlorine dish machine was not functioning correctly with a 0ppm indication on test strips for
chlorine sanitizer and temperature was running at 153F. Quat sanitizer at three compartment dish machine was not functioning
with a concentration of 0 ppm quat sanitizer coming from the sanitizer dispenser and over 500 ppm concentration coming from
the detergent dispenser due to lines being incorrectly installed into the opposite chemicals. // Quat sanitizer shall be dispensed
from three compartment sink at a concentration set by manufacturer (150 - 400ppm) at the dish machine the chlorine sanitizer
must dispense at a concentration set by manufacturer (50ppm) // CDI: During inspection quat sanitizer repaired to dispense at
200 ppm and dish machine repaired to dispense chlorine at 50 -100 ppm.

22 3-501.16 (A) (2) and (B) Time / Temperature Control for Safety Food, Hot and Cold Holding (P) Sliced tomatoes at 53F, Large
crab cakes 40-52F, and lettuce 48F in make unit cooler. These items were prepared this morning and not properly cooled prior to
placing into the make unit cooler. Prep and holding units are not intended to cool foods and all potentially hazardous foods shall
be cooled properly prior to placing in these units. // Two door True cooler in back kitchen was not functioning properly with an air
temperature of 53.6F and no foods under 41F. Potentially hazardous foods out of temperature control included: Pasta 54F, Crab
cake mix 56F, Crab dip 54 - 56F, Tomato 56F, cole slaw 57, eggs 57F, Whipped cream 57F, and bags of cheeses at 57F.
Potentially hazardous foods held cold must be held at 41F or lower at all times throughout the product. CDI: Items in make unit
cooled to 29 -37F. Potentially hazardous items in True cooler discarded by staff. Refrigeration repair called in during inspection.

23 3-501.18 Ready-To-Eat Time / Temperature Control for Safety Food, Disposition (P) Repeat: One pan with three portions of
pasta dated 9/15 as date of prep, this would require pasta to be discarded on 9/21.Ready to eat potentially hazardous foods shall
be discarded at the end of their 7 day hold time. CDI: pasta discarded. // 3-501.17 Ready-To-Eat Time / Temperature Control for
Safety Food, Date Marking (Pf) Repeat: One bag of spinach opened without date marking and spinach wilted and in poor
condition. Ready to eat potentially hazardous foods prepared or opened and held for more than 24 hours shall be dated with date
marking to indicate a maximum hold time of 7 days with the first day as day 1. CDI: Spinach discarded. // Multiple items in
upright two door True cooler had date marking with incorrect length for hold time with dates indicating 8 and 9 day holds. Review
date marking procedures with employees to ensure they are following 7 day hold times with the date of opening or prep as day 1.
CDI: All potentially hazardous items in true cooler discarded due to temperature.

33 3-501.15 Cooling Methods (Pf) Sliced tomatoes at 53F, Large crab cakes 40-52F, and lettuce 48F in make unit cooler. These
items were prepared this morning and not properly cooled prior to placing into the make unit cooler. Prep and holding units are
not intended to cool foods and all potentially hazardous foods shall be cooled properly prior to placing in these units. CDI: Noted
items moved to upright units where they cooled to 29 - 37F. // 4-301.11 Cooling, Heating, and Holding Capacities - Equipment
(Pf) True two door cooler not working with an air temperature of 53.6F all refrigeration must be repaired to hold foods at 41F
throughout which would necessitate an air temperature between 35- 38F. Repair staff arrived during inspection and began work
on the unit. Establishment must contact Joseph Chrobak at Chrobajb@forsyth.cc or (336) 703-2618 for verification that unit is
repaired and operating with an air temperature between 35 - 38F no later than 9/23/22

39 3-307.11 Miscellaneous Sources of Contamination (C) One large box of romaine lettuce in damaged true cooler with water
leaking heavily from the condensation unit onto the lettuce. Food shall be protected from potentially sources of contamination.
CDI: Lettuce discarded during inspection. // Flour stored on chair and multiple containers of dry goods with lids off. Food must be



covered when stored to prevent potential contamination. CDI: Ingredients moved to storage bins and covered.

47 4-501.11 Good Repair and Proper Adjustment - Equipment (C) Repeat: Crack present in front right prep sink corner, Two cracks
present in front corners of far left shucking sink, cracks present in scrap strainer of dish machine scrap sink. / Gaskets torn in
majority of upright coolers. / Shelving rusted in seafood cooler / Utensil drying shelf is rusted. / 1 large cutting board badly
stained / One plastic utility cart with badly rusted castors. / Wire shelf by front make unit is rusted. / 2 door sauce and dessert
cooler missing its front cover panel and interior is badly dented and damaged. / Wire shelf by soda machine is rusted. / Plastic
drawers for condiments at front are in poor condition and difficult to open and clean./ Equipment shall be kept in good repair. /
Repair cracks in sinks by having them welded and sanded smooth or replace the sinks, Replace the cracked scrap strainer.
Replace rusted and damaged equipment.

48 4-501.15 Warewashing Machines, Manufacturers' Operating Instructions (C) Dish machine operating with 0 ppm chlorine on test
strips and with a wash and rinse temperature of 153F. Data plate indicates unit shall operate with 50 ppm chlorine and a was
and rinse temperature of 120F if using chemical sanitization. A warewashing machine and its components shall be operated in
accordance with machines data plate and manufacturers instructions. CDI: Unit repaired during inspection to maintain
concentration of chlorine sanitizer between 50 - 100ppm with 120F water for rinse and wash.

49 4-601.11 (B) and (C) Equipment, Food-Contact Surfaces, Nonfood Contact Surfaces, and Utensils (C) Cleaning needed on wire
shelf by steamer and on shelves holding utensils to remove debris and grease. Non food contact surfaces shall be kept clean.
Clean noted items.

55 6-201.11 Floors, Walls and Ceilings - Cleanability (C) Floor tiles broken around floor drains of dish machine, prep sinks, and
utensils washing sink, tiles badly damaged around tea station drains. Shelf at front of cook station and most hand washing sinks
must be recaulked to the walls. Physical facilities shall be kept in good repair. Repair damaged floors and recaulk fixtures to
walls. // 6-501.12 Cleaning, Frequency and Restrictions (C) Cleaning needed on walls under and behind ware washing
equipment and under tea station to remove soil. Physical facilities shall be kept clean. // 6-201.13 Floor and Wall Junctures,
Coved, and Enclosed or Sealed (C) No coved base in restrooms. Bathroom floors must be equipped with coved base where
floors meet walls to eliminate 90 degree junction.

56 6-303.11 Intensity - Lighting (C) Lighting low at cook line under hood at 40 -47 foot candles, at soup and butter holding at 31 foot
candles, and at soda machine at 36 foot candles. Lighting must be adequate for cleaning and safety. Increase lighting at noted
areas to minimum of 50 foot candles.


